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COLORED FINISH COAT
PREBLENDED STUCCO

SPEC MIX® Colored Finish Coat Preblended 
Stucco is a custom blend of cementitious 
materials, additives, aggregates and pigment 
meeting ASTM C 926 requirements. It is 
designed as the finish coat for traditional 
two- or three-coat stucco systems. The final 
wall system will produce a nonload-bearing, 

aesthetically pleasing exterior veneer or 
interior finish on concrete or masonry  
walls, stud walls or metal buildings. Colored 
Finish Coat is available in nearly every color  
in the spectrum.

SPEC MIX® Colored Finish Coat Preblended 
Stucco is produced under strict manufacturing 
standards, and complete quality control 
measures are implemented with each 
batch. A digital printout displaying the 
proper proportions per batch may be kept 
as a permanent record. Each SPEC MIX® 
manufacturer certifies that SPEC MIX®  
stucco products are designed to meet  
the project specifications and applicable 
ASTM standards.

Consistent Color. Superior Finishing.

ToTal qualiTy ConTrol wiTh every bag

SpeCiFiCally FormulaTed To reduCe CraCking

preblended wiTh Sand and  
pigmenT To minimize labor CoST

STable pigmenTS

ConSiSTenCy baTCh To baTCh

greaT workabiliTy and board liFe

no Sand pileS or waSTed maTerialS leFT on SiTe

maTerialS uSed
porTland CemenT 
hydraTed lime 
aggregaTe 
perFormanCe admixTureS 
pigmenT
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inSTallaTion/appliCaTion
SPEC MIX® Colored Finish Coat Preblended 
Stucco should be installed in accordance 
with ASTM C 926, and all applicable building 
codes. Prior to application, the brown 
coat should be evenly moistened, but not 
saturated. Keep stucco moist for two days 
after application. A positive joint should 
be provided at the junction to all thermally 
incompatible materials.

When mixing, a mechanical batch mixer 
best ensures homogeneity, workability and 
good board life. Use clean, potable water 
and add the maximum amount consistent 
with optimum workability. Mixing time is five 
minutes and should be consistent from batch 
to batch. For color applications, make sure 
mixer, hoses and tools are clean.

Stucco shall be used and placed in final 
position within one hour after initial mixing. 
Do not add water during application. The 
uniformity of color in the stucco can be 
significantly affected by variations in water 
content. SPEC MIX® products are custom 
packaged to the specification. They must be 
kept dry, covered and protected from weather 
and other damage.

SizeS and equipmenT
SPEC MIX® Colored Finish Coat Preblended 
Stucco is available in 80 lb. (36 kg.) or 94 lb. 
(42 kg.) packages for easy hand loading or in 
3000 lb. (1362 kg.) reusable bulk bags to be 
used with the various patented SPEC MIX® silo 
systems. When using the silo system, once 
the bulk bags of stucco are delivered to the 
project site, the portable silo is loaded with a 
jobsite forklift and the product is dispensed 
into a mechanical batch mixer. (See silo 
operations manual.)

warranTy
Seller warrants that its Product will conform to 
and perform in accordance with the product 
specifications. The foregoing warranty is 
in lieu of all other warranties, express or 
implied, including, but not limited to, those 
concerning merchantability and fitness for a 
particular purpose. Because of the difficulty 
in ascertaining and measuring damages 
hereunder, it is agreed that, except for claims 
for bodily injury, Seller’s liability to the Buyer 
shall not exceed the total amount billed and 
billable to the Buyer for the product hereunder.

limiTaTionS
SPEC MIX® Colored Finish Coat Preblended 
Stucco should be installed in accordance 

with the provisions of the local building 
code and applicable ASTM standards. Good 
workmanship coupled with proper detailing 
and design assures durable, functional, 
watertight construction.

warning
This product contains greater than 0.1% 
crystalline silica. Avoid breathing dust; use 
a NIOSH-approved dust respirator and use 
only with adequate ventilation to keep dust 
levels below permissible levels. Also contains 
cementitious materials. Injurious to eyes. 
Contact with freshly mixed product can cause 
severe burns. Avoid eye contact or prolonged 
contact with skin. Wash thoroughly after 
handling. In case of eye contact, flush with 

plenty of water for 15 minutes. Consult a 
physician. Keep out of the reach of children.

appliCable STandardS: aSTm
aSTm C 91 STandard SpeCiFiCaTion For maSonry CemenT:   aSTm C 109 STandard TeST meThod For 
CompreSSive STrengTh oF hydrauliC CemenT morTarS:   aSTm C 144 STandard SpeCiFiCaTion For 
aggregaTe For maSonry morTar:   aSTm C 150 STandard SpeCiFiCaTion For porTland CemenT:   aSTm C 207 
STandard SpeCiFiCaTion For hydraTed lime For maSonry purpoSeS:   aSTm C 595 STandard SpeCiFiCaTion 
For blended hydrauliC CemenTS:   aSTm C 897 STandard SpeCiFiCaTion For aggregaTe For Job-mixed 
porTland CemenT baSed plaSTer:   aSTm C 926 STandard SpeCiFiCaTion For appliCaTion oF porTland 
CemenT baSed plaSTer:   aSTm C 979 STandard SpeCiFiCaTion For pigmenTS uSed To inTegrally Color 
ConCreTe:   aSTm C 1328 STandard SpeCiFiCaTion For plaSTiC CemenT

TeChniCal SupporT
• ConTaCT your loCal SpeC mix® manuFaCTurer

• viSiT www.SpeCmix.Com

•  ConTaCT SpeC mix®, inC. 
phone: 888-SpeC-mix     Fax: 888-Fax-SpeC


